
 

 

 

 

COMPOSIZIONE DELL'IMPASTO AL 100/100* 

 

- 20-25% CEMENTO BIANCO 425 O GRIGIO 525  

- 20-25 % GRANIGLIA MISTA DI MARMO IN VARIE MISURE A SECONDO DELLA GRANDEZZA DEL MODELLO DA COLARE  

- 15-20% SABBIA LAVATA DI LAGO O DI FIUME (NO DI MARE)  

- MAX 40% POLVERE DI MARMO O DI PIETRA  

- ARMATURA IN FERRO ZINCATO NELLE PARTI SOGGETTE A ROTTURE 

ACQUA QUANTO BASTA PER RENDERE L'IMPASTO FLUIDO DA POTER PENETRARE IN TUTTE LE PARTI DELLA GOMMA.  

 

PER “L’INVECCHIATURA” E LA PATINATURA DEI MODELLI, E’ SUFFICIENTE UTILIZZARE GLI OSSIDI DI FERRO MENTRE, PER 

QUANTO RIGUARDA LA COLORAZIONE DEL CEMENTO, E’ POSSIBILE UTILIZZARE PIGMENTI APPOSITI. ENTRAMBI I PRODOTTI 

SONO IN VENDITA PRESSO I MAGAZZINI EDILI, FERRAMENTA O NEGOZI DI VERNICI. 

SOLITAMENTE L’OSSIDO, ALLUNGATO CON ACQUA, VIENE STESO O SPRUZZATO SUL MANUFATTO, IL QUALE, 

SUCCESSIVAMENTE, VIENE PULITO CON UN PANNO AVENDO L’ACCORTEZZA DI LASCIARE “L’INVECCHIATURA” NEI PUNTI MENO 

ESPOSTI DEL MODELLO ( INSENATURE, SOTTOSQUADRA ETC. ). 

 

*Consigli indicativi. Si raccomanda sempre di eseguire alcune prove prima di procedere con la produzione. 

 

 

 

  

  

 



 

 

 

 

COMPOSITION OF THE MIX AT 100/100* 

 

- 20-25% WHITE CEMENT 425 OR GRAY 525 

- 20-25% MIXED MARBLE GRAIN IN VARIOUS SIZES ACCORDING TO THE SIZE OF THE CASTING MODEL 

- 15-20% WASHED LAKE OR RIVER SAND (NOT SEA) 

- MAX 40% MARBLE OR STONE DUST 

- GALVANIZED IRON ARMOR IN THE PARTS SUBJECT TO BREAKING 

AS ENOUGH WATER TO MAKE THE MIX SLIGHTLY FLUID SO THAT IT CAN PENETRATE IN ALL RUBBER PARTS. 

 

FOR THE “AGING” AND PATINATION OF THE MODELS, IS SUFFICIENT TO USE IRON OXIDES WHILE, AS REGARDS THE COLOR OF 

THE CEMENT, IS POSSIBLE TO USE SPECIAL PIGMENTS. BOTH PRODUCTS ARE FOR SALE IN BUILDING WAREHOUSES, HARDWARE 

OR PAINT STORES. 

USUALLY, THE OXIDE, STRETCHED WITH WATER, IS APPLIED OR SPRAYED ON THE ARTIFACT, WHICH, SUBSEQUENTLY, IS 

CLEANED WITH A CLOTH, MAKING SURE TO LEAVE THE “AGING” IN THE LESS EXPOSED POINTS OF THE MODEL (COVES, 

UNDERCQUARES, ETC.). 

 

*Indicative advice. Is always recommended to do some tests before proceeding with production. 

 

 

 

  

 


